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MULTIFUSER DC2

Ref. - V00002

EAN13 - 5600217588886

Box - 71 x 61.5 x 61.5 cm

Weight - 6.8 Kg 

Each panel - 60 x 60 x14.7 cm

Units per box - 6
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FEATURES Multifuser DC2

TECHNICAL INFORMATION  Multifuser DC2 APPLICATIONS Multifuser DC2

PERFORMANCE  Multifuser DC2 

Multifuser DC2 is a bi-dimensional diffusion panel that is frequently applied to walls or ceilings, providing multi-reflection on both vertical and 

horizontal planes in sound critical spaces. It performs on high frequencies, brightening and clarifying sound. Made from high density quality 

EPS ( Expanded Polystyrene ), Multifuser DC2 is notable not only for its effective performance in solving problems like lack of speech 

intelligibility or music definition, but also for its attractive design that fits perfectly in any kind of room.

- High efficiency - 2 dimensional primitive root diffuser top surface angle.- Easy to install

- Can be painted with water-based paints

- 6 units per box

Listening Rooms, Home Theaters, Recording and Broadcast 

Studios, Post Production Studios, Performance Spaces, 

Rehearsal Rooms, Conference and Teleconference Rooms, 

Public Spaces, Auditoriums, etc.

Material: EPS ( Expanded Polystyrene )
Fire Rating: M1
Installation: Adhesive Flexi Glue

Fi Fi room - Korea
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